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1. A flashlight device having at least one light soxirce, wherein at least one filter 
is arranged in front of a light emission region of said light source of said flashlight 
device, wherein said flashlight device has at least one carrier body, wherein at least two 
filters are arranged in said carrier body, characterised in that said carrier body is 
mounted rotatably, wherein by rotation of said carrier body different filters can be 
arranged to influence light emission in said light emission region of said light source of 
said flashlight device. 

2. A flashlight device according to claim 1 characterised in that said carrier 
body is of a cylindrical configuration, wherein preferably at least two filters are 
arranged in at least one respective part of the peripheral surface of said carrier body. 

3. A flashlight device according to claim 1, characterised in that said light 
emission region occupies a spatial angle of less than 360° or less than 180°. 

4. A flashlight device according to claim I characterised in that said light 
emission region occupies a spatial angle of less than 90° or less than 60°. 

5. A flashlight device according to claim 1. characterised in that said carrier 
body with at least two filters is arranged in positively locking relationship in or at said 
flashlight device. 

6. A flashlight device according to claim 1 . characterised in that said carrier 
body has three filters or four filters. 

7. A flashlight device according to claim 1, characterised in that said flashlight 
device is of a substantially cylindrical configuration. 

8. A flashlight device according to claim 1. characterised in that the largest 
dimension of said filters is between 0.1 and 10 cm or between 1 cm and 5 cm. 
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9. A flashlight device according to claim L characterised in that said filters are 
grating or intensity filters or are spatial angle-selective. 

10. A flashlight device according to claim 1 characterised in that at least two 
filters can be arranged alternately manu£illy or automatically or in conjunction with film 
transport or picture triggering. 

1 1 . A flashlight device according to claim 1 characterised in that said flashlight 
device is integrated in a camera or can be arranged selectively removably on a camera 
or is actuable as a separate device fi-om a camera. 

12. A flashlight device according to claim 1 characterised in that said filters are 
colovir filters. 



